IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 
In re Application of Atty. Docket 

MANFRED ATORF DE 000224 

Serial No. 
Filed: CONCURRENTLY 

METHOD OF OPERATING A TELECOMMUNICATION SYSTEM 
Commissioner for Patents 
Washington, D.C. 20231 

PRELIMINARY AMENDMENT 

Sir: 

Prior to calculation of the filing fee and examination, 
please amend the above ~i dent if ied application as follows: 

IN THE CLAIMS 

Please amend the claims as follows: 

3. (Amended) A method as claimed in claim 1, characterized in 
that the first signal is transmitted in a clocked mode or 
continuously. 

4. (Amended) A method as claimed in claim 1, characterized in 
that the second signal is transmitted as soon as the mobile 
telephone that is ready for operation is present within the 
range of the first signal, or that the second signal is 
transmitted only if a speech connection is to be established, 
or has been established, and the mobile telephone is situated 
within the range of the first signal. 

6. (Amended) A method as claimed in claim 1, characterized in 
that the mobile telephone transmits a third signal to the 
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*base station when it is outside the range of the first signal 
or has left the range of the first signal. 

7. (Amended) A method as claimed in claim 1, characterized in 
that the display of the mobile telephone indicates when the 
mobile telephone is present within the range of the first 
signal . 

8. (Amended) A method as claimed in claim 1, characterized in 
that the first signal is a radio signal. 

10. (Amended) A system for carrying out the method as claimed 
in claim 1, including a mobile radio network with at least 
one base station as well as a mobile telephone that can 
operate within the mobile radio network, and a local fixed 
station that is provided at the user end and is associated 
with the mobile telephone, where 

- the fixed station (1) includes a transmission means (2) 
for transmitting a first signal (3) of limited range (R) , 

- the mobile telephone (7) includes a receiving means (8) 
for the first signal (3), 

- the mobile telephone (7) includes a transmission means (9) 
for a second signal (10) that is to be transmitted to the 
base station in response to the reception of the first 
signal (3) , and the base station (11) includes means (12) 
for switching over, in response to the reception of the 
second signal (10) , from a first to a second user rate for 
the use of the mobile radio network by the mobile 
telephone (7) . 

12. (Amended) A system as claimed in claim 10, characterized 
in that the transmission means (2) of the fixed station (1) 
are constructed for the clocked or continuous transmission of 
the first signal (3) . 
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13. (Amended) A system as claimed in claim 10, characterized 
in that the transmission means (9) of the mobile telephone 
(7) are arranged to transmit the second signal (10) directly 
in response to the reception of the first signal (3) by the 
mobile telephone (7) that is ready for operation, or that the 
transmission means (9) are arranged to transmit the second 
signal (10) only when a speech connection is established or 
already exists and when the mobile telephone (7) is present 
within the range (R) of the first signal (3) . 

15. (Amended) A system as claimed in claim 10, characterized 
in that the transmission means (9) of the mobile telephone 
(7) are arranged to transmit a third signal (13) to the base 
station (11) in the case of a location outside the range (R) 
of the first signal (3) or upon departure from the range (R) 
of the first signal (3) . 

16. (Amended) A system as claimed in claim 10, characterized 
in that on the display (14) of the mobile telephone (7) it 
can at least be indicated when the mobile telephone (7) is 
present within the range (R) of the first signal (3) . 

17. (Amended) A system as claimed in claim 10, characterized 
in that the transmission means (2) of the fixed station (1) 
and the receiving means (8) of the mobile telephone (7) are 
arranged to transmit and receive, respectively, the first 
signal (3) in the form of a radio signal. 

19. (Amended) A system as claimed in claim 10, characterized 
in that the fixed station (1) includes a mains connection (5) 
for power supply. 

20. (Amended) A system as claimed in claim 10, characterized 
in that the fixed station (1) includes receiving and 
comparison means (4) for an access code that is to be applied 
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*to the fixed station (1) , via the mobile telephone (7) , in 
order to put the fixed station into operation, that is, also 
after an interruption of the power supply. 

21. (Amended) A system as claimed in claim 10, characterized 
in that the fixed station (1) includes a connection device 
(6) for connection to a fixed network that is preferably 
operated by the network operator, and also a device via which 
the network operator can enable the fixed station (1) for 
operation by transmission of an enable code. 

22. (Amended) A system as claimed in claim 10, characterized 
in that the fixed station (1) includes a receiving means for 
receiving an enable signal that can be issued by the base 
station (11) via the mobile radio network, as well as a 
device for enabling. 

23. (Amended) A fixed station that is suitable for the method 
as claimed in claim 1, which station includes transmission 
means (2) for transmitting an encoded radio signal (3) of 
limited range (R) . 

25. (Amended) A fixed station as claimed in claim 23, 
characterized in that the transmission means (2) of the fixed 
station (1) are arranged for clocked or continuous 
transmission of the first signal (3) . 

26. (Amended) A fixed station as claimed in claim 23, 
characterized in that the fixed station (1) includes a mains 
connection (5) for power supply. 

27. (Amended) A fixed station as claimed in claim 23, 
characterized in that the fixed station (1) includes 
receiving and comparison means (4) for an access code that is 
to be applied to the fixed station (1) , via the mobile 
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^telephone (7) , in order to put the fixed station into 
operation, that is, also after an interruption of the power 
supply. 

28. (Amended) A fixed station as claimed in claim 23, 
characterized in that the fixed station (1) includes a 
connection device (6) for connection to a fixed network that 
is preferably operated by the network operator, and also a 
device via which the network operator can enable the fixed 
station for operation by transmission of an enable code. 

29. (Amended) A fixed station as claimed in claim 23, 
characterized in that the fixed station (1) includes a 
receiving means for receiving an enable signal that can be 
issued by the base station, as well as a device for enabling. 

REMARKS 

The foregoing amendments to claims 3,4, 6-8, 10, 12-13, 
15-17, 19-23, 25-29, were made solely to avoid filing the 
claims in the multiple dependent form so as to avoid the 
additional filing fee. 



S:\Bl\Prelim for Multiple Dependencies.doc 



5 



The claims were not amended in order to address issues 
of patentability and Applicant respectfully reserves all 
rights he may have under the Doctrine of Equivalents. 
Applicant furthermore reserves his right to reintroduce 
subject matter deleted herein at a later time during the 
prosecution of this application or continuing applications. 



B y mj\ 1 %=^Q 

Ste^rM!?. "Biren, Reg. 26,531 
Attorney 
(914) 333-9630 
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APPENDIX 

3. (Amended) A method as claimed in claim 1 or 2 , 
characterized in that the first signal is transmitted in a 
clocked mode or continuously. 

4. (Amended) A method as claimed in claim 1 one of the 
preceding claims , characterized in that the second signal is 
transmitted as soon as the mobile telephone that is ready for 
operation is present within the range of the first signal, or 
that the second signal is transmitted only if a speech 
connection is to be established, or has been established, and 
the mobile telephone is situated within the range of the 
first signal. 

6. (Amended) A method as claimed in claim 1 one of the 
preceding claims , characterized in that the mobile telephone 
transmits a third signal to the base station when it is 
outside the range of the first signal or has left the range 
of the first signal. 

7. (Amended) A method as claimed in claim 1 one of the 
preceding claims , characterized in that the display of the 
mobile telephone indicates when the mobile telephone is 
present within the range of the first signal. 

8 . (Amended) A method as claimed in claim 1 one of the 
preceding claims , characterized in that the first signal is a 
radio signal. 

10. (Amended) A system for carrying out the method as claimed 
in claim 1 one of the claims 1 to 9 , including a mobile radio 
network with at least one base station as well as a mobile 
telephone that can operate within the mobile radio network, 



S . \BI\Prelim for Multiple Dependencies . doc 



7 



s 

"and a local fixed station that is provided at the user end 
and is associated with the mobile telephone, where 

- the fixed station (1) includes a transmission means (2) 
for transmitting a first signal (3) of limited range (R) , 

- the mobile telephone (7) includes a receiving means (8) 
for the first signal (3), 

- the mobile telephone (7) includes a transmission means (9) 
for a second signal (10) that is to be transmitted to the 
base station in response to the reception of the first 
signal (3) , and the base station (11) includes means (12) 
for switching over, in response to the reception of the 
second signal (10) , from a first to a second user rate for 
the use of the mobile radio network by the mobile 
telephone (7) . 

12. (Amended) A system as claimed in claim 10 or 11, 
characterized in that the transmission means (2) of the fixed 
station (1) are constructed for the clocked or continuous 
transmission of the first signal (3) . 

13 . (Amended) A system as claimed in claim 10 one of the 
claims 10 to 12 , characterized in that the transmission means 
(9) of the mobile telephone (7) are arranged to transmit the 
second signal (10) directly in response to the reception of 
the first signal (3) by the mobile telephone (7) that is 
ready for operation, or that the transmission means (9) are 
arranged to transmit the second signal (10) only when a 
speech connection is established or already exists and when 
the mobile telephone (7) is present within the range (R) of 
the first signal (3) . 

15. (Amended) A system as claimed in claim 10 one of the 
claims 10 to 14 , characterized in that the transmission means 
(9) of the mobile telephone (7) are arranged to transmit a 
third signal (13) to the base station (11) in the case of a 
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* location outside the range (R) of the first signal (3) or 
upon departure from the range (R) of the first signal (3) . 

16. (Amended) A system as claimed in claim 10 one of the 
claims 10 to 15 , characterized in that on the display (14) of 
the mobile telephone (7) it can at least be indicated when 
the mobile telephone (7) is present within the range (R) of 
the first signal (3) . 

17. (Amended) A system as claimed in claim 10 one of the 
claims 10 t o 1 6, characterized in that the transmission means 
(2) of the fixed station (1) and the receiving means (8) of 
the mobile telephone (7) are arranged to transmit and 
receive, respectively, the first signal (3) in the form of a 
radio signal . 

19. (Amended) A system as claimed in claim 10 one of the 
claims 10 to 18 , characterized in that the fixed station (1) 
includes a mains connection (5) for power supply. 

20. (Amended) A system as claimed in claim 10 one of the 
claims 10 to 19 , characterized in that the fixed station (1) 
includes receiving and comparison means (4) for an access 
code that is to be applied to the fixed station (1) , via the 
mobile telephone (7) , in order to put the fixed station into 
operation, that is, also after an interruption of the power 
supply. 

21. (Amended) A system as claimed in claim 10 one of the 
claims 10 to 20 , characterized in that the fixed station (1) 
includes a connection device (6) for connection to a fixed 
network that is preferably operated by the network operator, 
and also a device via which the network operator can enable 
the fixed station (1) for operation by transmission of an 
enable code. 
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22. (Amended) A system as claimed in claim 10 one of the 
claimo 10 to 21 , characterized in that the fixed station (1) 
includes a receiving means for receiving an enable signal 
that can be issued by the base station (11) via the mobile 
radio network, as well as a device for enabling. 

23. (Amended) A fixed station that is suitable for the method 
as claimed in claim 1 one of the claimo 1 to 9 and for a 
system as claimed in one of the claimo 10 to 22, 
respectively , which station includes transmission means (2) 
for transmitting an encoded radio signal (3) of limited range 
(R) . 

25. (Amended) A fixed station as claimed in claim 23 or 2 4, 
characterized in that the transmission means (2) of the fixed 
station (1) are arranged for clocked or continuous 
transmission of the first signal (3) . 

26. (Amended) A fixed station as claimed in claim 23 one of 
the claimo 23 to 25 , characterized in that the fixed station 
(1) includes a mains connection (5) for power supply. 

27. A fixed station as claimed in claim 23 one of the 
claimo 23 — to 26 , characterized in that the fixed station (1) 
includes receiving and comparison means (4) for an access 
code that is to be applied to the fixed station (1) , via the 
mobile telephone (7) , in order to put the fixed station into 
operation, that is, also after an interruption of the power 
supply. 

28. (Amended) A fixed station as claimed in claim 23 one of 
the claimo 23 to 27 , characterized in that the fixed station 
(1) includes a connection device (6) for connection to a 
fixed network that is preferably operated by the network 
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* operator, and also a device via which the network operator 
can enable the fixed station for operation by transmission of 
an enable code . 

29. (Amended) A fixed station as claimed in claim 23 one of 
the claima 23 to 2-8-, characterized in that the fixed station 
(1) includes a receiving means for receiving an enable signal 
that can be issued by the base station, as well as a device 
for enabling. 
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